
SCOPE OF WORK 

Facilities Parking Lots 

 

Fire Station 702 Lot: 
 
 

 
 
Rubberized Crack Seal- Clean out cracks using a vacuum system and in 
accordance to PM10 Dust Control Regulations (no blowers allowed) then a 
hot application of Crafco Poly Flex Type 3 (or equal) asphalt based product 
to be applied as specified in Job Order Contract Technical Specifications 
(Section 2.2). For cracks wider than 1 ½ “ and over 2” in depth an Asphalt 
Concrete Crack Mastic (or equal) will be used without milling or routing  as 
specified in Job Order Contract Technical Specifications. 

 
 
 

• Asphalt Emulsion Seal Coat –Parking lots will be swept to ensure surface is 
thoroughly dried and free of any debris or oils prior to application. Application of 
Master Seal MTR Asphalt Emulsion Sealcoat (or equal) to be applied as specified 
in Job Order Contract Technical Specifications (Section 2.11). In all cases; curb 
shields should be used to protect adjacent concrete, landscaping and other 
structures from over-spray. 

 
 
 

• Contractor’s Requirements- Contractor is responsible for traffic control and a 
schedule of work to coordinate with Solid Waste Services. Contractor is to provide 
pricing in Square Yards Rate. 

 

 


