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SECTION I – GENERAL INFORMATION 
 
This Delivery Order Request for Proposal (DORFP) is provided to all contractors under the Job Order 
Contracts  2019005‐Category  2  for  Street  Maintenance  (the  “Contract”).  Any  awarded  Delivery 
Order arising from this DORFP will be in strict conformance to the terms and conditions specified in 
the Contract. 
 
This document will provide directions to those firms awarded the subject Job Order Contract and 
provide  information to those firms on how to prepare and submit your price proposals, and how 
those  proposals  will  be  evaluated.  Each  of  the  Job  Order  Contractors  will  be  asked  to  provide 
project costs and schedules. 
 
Sealed Proposals will be delivered and received no later than 10:00 AM, local time on September 
3, 2020 at Buckeye City Hall, Attention Debby Fasano, 530 East Monroe Avenue, Buckeye, Arizona 
85326. 
 
Scope of Work:  
The  nature  of  the work  to  be  performed  under  this  project  shall  consist  of  furnishing  all  labor, 
materials, equipment  required  for sealing applications,  testing,  cleaning, pavement/road marking 
and protection for adjacent concrete and landscape as required to apply Rubberized Crack Sealant, 
Asphalt  Emulsion  Seal  Coat,  (Master  Seal,  PMM)  to  prevent  further  deterioration  of  the  road 
surfaces and more particularly defined in Exhibit C, Scope of Work, attached hereto. 
 
The Contractor shall include Community Outreach and Traffic Control as specified in each Scope of 
Work. 
 
The  construction  of  this  project  shall  be  in  accordance  with  the  MAG  Uniform  Standard 
Specifications  for  Public Works  Construction,  and  standard  specifications  as  outlined  in  the Base 
Job Order Contract latest edition with revisions and corrections thereto. 
 
Location of the Project: City of Buckeye, Arizona. 
 
Due to the nature of this JOC DORFP, Proposals will not be opened publicly or read aloud by the 
City Clerk. 
 
All contractors engaged in City of Buckeye construction shall be licensed in the State of Arizona. 
 
The Delivery Order will be awarded to the JOC Contractor whose proposal is the lowest cost to the 
City and meets the required construction schedule.  The City also reserves the right to award this 
Delivery Order on a line item basis if it is in the best interest of the City to do so. The City desires 
that  all  permitting  and  construction  work  be  completed  within  time  specified  in  calendar  days 
provided by  the Proposer  following  issuance of  the Notice  to Proceed  to  the successful awarded 
Contractor. 
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After  receiving  all  price  proposals,  the  City  will  enter  into  a  Delivery  Order  contract  with  the 
selected JOC Contractor.   The final executed contract documents will include, by reference, the Job 
Order Contract, this Delivery Order Request for Proposal (DORFP), the successful proposer's price 
proposal, the results of any negotiations, additional contract language, and signature pages. 
 
The  successful  proposer  is  expected  to  enter  into  the  standard  form  of  agreement  for  Delivery 
Order Services. The Delivery Order  terms and conditions are  included  in your  Job Order Contract 
and Specifications associated with this Delivery Order.    
 
There will not be a pre‐proposal conference held.  
 
SECTION II – PROPOSAL SUBMISSION REQUIREMENTS 
 
Proposals are to be addressed and delivered to the Construction and Contracting Division at 530 
East Monroe  Ave.,  Buckeye,  Arizona,  85326  on  or  before 10:00  A.M.,  local  time,  September  3, 
2020. No public disclosure will be made until after award of the contract. 
 
The JOC Contractor shall submit their proposal, in an original (1) and one (1) searchable PDF on a 
USB Flash Drive.  
 
Submittals must be received by the specified time. On the submittal package, please display: firm 
name, project title, and JOC DORFP number. All submittals should be addressed to: 
 
City of Buckeye 
530 East Monroe Avenue 
Buckeye, AZ 85326 
Attn: Debby Fasano 
 
PROPOSAL:  Submit  price  proposal  in  a  sealed  envelope  marked  PROPOSAL.  All  price  proposals 
must be submitted using Exhibit (A). 
 
You may withdraw your proposal at any time prior to the time and date set for closing. Proposals 
withdrawn  after  opening  but  prior  to  award  may  be  withdrawn  in  accordance  with  the  City  of 
Buckeye Procurement Code.  
 
The City  reserves  the  right  to conduct discussions with  individual  JOC Contractors, and  to accept 
revisions of proposals, and to negotiate price changes. During  this discussion period, the City will 
not  disclose  any  information  derived  from  proposals  submitted,  or  from  discussions  with  other 
proposers. Once an award is made, the DORFP file, and the proposals contained therein, are in the 
public record and will be disclosed upon request. 
 
If  you  are  submitting  any  information  you  consider  to  be  proprietary,  you  must  place  it  in  a 
separate  envelope  and  mark  it  "Proprietary  Information".  If  the  Manager,  Construction  and 
Contracting agree, this information will not be considered public information. The City Manager is 
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the  final  authority  as  to  the  extent  of material,  which  is  considered  proprietary  or  confidential. 
Pricing information cannot be considered proprietary. 
 
Your proposal should be submitted in the format shown below. Proposals in any other format will 
be  considered  informal  and  may  be  rejected.  Conditional  proposals  will  not  be  considered.  An 
individual  authorized who  executed  the  original  JOC  Contract must  sign  all  proposals.  Proposals 
that are not signed may be rejected. 
 
The  City  reserves  the  right  to  reject  any  or  all  proposals  or  any  part  thereof,  or  to  accept  any 
proposal,  or  any  part  thereof,  or  to  withhold  the  award  and  to  waive  or  decline  to  waive 
irregularities in any proposal when it determines that it is in its best interest to do so. The City also 
reserves the right to hold all proposals for a period of 60 days after the closing date of this DORFP. 
 
All  JOC Contractors  submitting  a  proposal  shall  be deemed  to have  read  and understood  all  the 
terms, conditions and requirements in the specifications/scope of work. 
 
All responses and accompanying documentation will become the property of the City at the time 
the proposals are received. 
 
All  formal  inquiries  or  requests  for  significant  or  material  clarification  or  interpretation,  or 
notification to the City of errors or omissions relating to this DORFP must be directed, in writing to: 
 

City of Buckeye 
530 East Monroe Avenue 

Buckeye, AZ 85326 
Attn: Debby Fasano 

DFasano@buckeyeaz.gov 
623.349.6174 

 
All questions should be submitted not later than August 25, 2020 no later than 5:00 PM local time. 
 
The City believes that it can best maintain its reputation for treating all contractors in a fair, honest, 
and  consistent manner  by  conducting  solicitations  in  good  faith  and  by  granting  competitors  an 
equal opportunity to win an award.  If you feel  that we have fallen short of these goals, you may 
submit a protest pursuant to the Procurement Code of Buckeye. 
 
SECTION III ‐ EVALUATION PROCESS 
 
PROPOSAL: Proposals will be submitted using the PROPOSAL SUBMITTAL SHEETS at Exhibit (A).  
 
No  proposal  will  be  reviewed  unless  accompanied  by  a  proposal  guarantee  of  certified  check, 
cashier's check, or surety bond on the form provided in Exhibit (B),  in the amount of ten percent 
(10%) of the proposed design and construction cost. Submit your bid surety with your sealed price 
proposal. 
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EXHIBIT A 
PROPOSAL SUBMISSION SHEET 

 
FALL/SPRING 2020/2021 

PAVEMENT MAINTENANCE 
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PROPOSAL 
 
City Project Name:   FALL & SPRING PAVEMENT MAINTENANCE 2020/2021 
Solicitation No:  DORFP #03, JOC CONTRACT 2019005 ‐ CATEGORY 2 

Date:      __________________________________ 

Proposal from:  __________________________________ 
(Name of Firm) 

To:       City of Buckeye, Construction & Contracting Division 
 
The  following  proposal  is  made  for  construction  services  for  the  City  of  Buckeye,  Arizona,  in 
accordance  with  Construction  Documents.  The  undersigned  certifies  that  the  Construction 
Documents, as well as the proposed construction site and conditions affecting the Work have been 
carefully examined; that the amount and nature of the Work to be done is thoroughly understood; 
and  that  at  no  time  will  misunderstanding  of  the  drawings,  specifications,  or  conditions  to  be 
overcome be pleaded. 
 
The  undersigned  certifies  that  he  or  his  firm  is  currently  licensed  under  the  provisions  of 
ARS Sections 32‐1151  and  32‐1169.  The  undersigned  further  certifies  that  he  or  his  firm  has  a 
privilege license pursuant to ARS Section 42‐5005. 
 
The undersigned has/will execute the Job Order Contract Delivery Order if awarded the Contract. 
Any  exceptions  to  the  terms  and  conditions  have  been  stated  in  writing  and  submitted  on  a 
separate sheet with this price proposal. The undersigned understands that any exceptions taken to 
the Construction Contract which are not accepted and/or approved by the City may be a basis for 
rejection of the Price Proposal as nonresponsive. 
 
RECEIPT BY THE UNDERSIGNED OF THE FOLLOWING ADDENDA IS HEREBY ACKNOWLEDGED: 
 
AMENDMENT NUMBER: ___________________  DATED: ______________ 
 
AMENDMENT NUMBER: ___________________   DATED: ______________ 
 
AMENDMENT NUMBER: ___________________  DATED: ______________ 

Pavement Maintenance 
Fall 2020 - Spring 2021 
DORFP #3

7



       
 

     

 

 

LUMP SUM PROPOSAL: 
The undersigned proposes to complete all of the Work in accordance with said Construction Documents,  
plans, specification and all associated addenda for the lump sum of Item# 0001‐0019: 
 ___________________________________________________________________________________Dollars 
($__________________________________________).   
 
(Amount shall be shown in both words and figures. In case of discrepancy, the amount shown in words shall govern.) 
SCOPE OF WORK:   

Item #  Description  
Sq. 

Yardage 

 
Unit Price 
Per Sq. Yard  Extended Price  # Days

0001 
Blue Horizon – Parcels 5, 6, & 7 (Liquid 
Road)  9,985

     

0002  Festival Ranch – Parcel 4A (Liquid Road)  44,895
     

0003  Festival Ranch – Parcel 4B (Liquid Road)  68,163
     

0004  Parkside Tract (Liquid Road)  29,100
     

0005  Tartesso – Parcel 2A (Liquid Road)  315,415
     

0006  Verrado – Phase 4 (Liquid Road)  282,700
     

0007 
Broadway Rd. – between Apache Rd. & 
Watson Rd. (Micro Seal)  27,500

     

0008 

Jackrabbit Trl – between Van Buren St. & 
Roosevelt Irrigation District Canal (Micro 
Seal)  37,100

     

0009 
Lower Buckeye Rd – between Wet Park Loop 
& Apache Rd. (Micro Slurry)  38,230

     

0010 
McDowell Rd – between Verrado Wy & 
West to Dead End (W/0) (PMM)  23,400

     

0011 
Southern Avenue – between Apache Rd & 
Watson Rd (MicroSeal)  36,357

     

0012 
Sundance Pkwy between Yuma Rd & Yuma 
Rd (PMM)  551,610

     

0013 
Sundance Pkwy between Yuma Rd & 
Rainbow Rd (PMM)  150,560

     

0014 
Sundance Pkwy between Rainbow Rd & Cul‐
de‐Sac (PMM)  63,980

     

0015 
Sundance Pkwy between 222nd Dr (W/O) & 
Dean Rd (PMM)  143,880

     

0016 
Thomas Rd – Between Verrado Wy & Acacia 
Wy (Liquid Road)  27,120

     

0017 
Yuma Rd – between Dean Rd & East of 
Tuthill Rd (Micro Seal)  47,706

     

Pavement Maintenance 
Fall 2020 - Spring 2021 
DORFP #3

8



       
 

     

 

 

0018 
Yuma Rd – between Miller Rd going West 
the Cul‐de‐Sac (W/0) (Type II Slurry)  3,100

     

0019  Wide Crack Allowance ($30,000) 

   

$30,000
 
 

 

GRAND TOTAL FOR ITEMS 0001‐0019 $____________________________ 

 

Submitted by:    ___________________________________ 

SIGNATURE:     ___________________________________ 

NAME:     ___________________________________ 

TITLE:      ___________________________________ 

Principal Office:  ___________________________________     

Address:    ___________________________________ 

      ___________________________________ 

Telephone:    ___________________________________ 

Facsimile:    ___________________________________ 

 
M___________________________  being  duly  sworn  deposes  and  says  that  he/she  is  the 

_______________________of______________________  Contractor(s),  and  that  answers  to  the  foregoing 

questions and all statements therein contained are true and correct. 

 

Subscribed and sworn before me this ____ day of ______________, 2020 

Notary Public: _____________________________________________ 

My Commission Expires: ______day of ___________________, 20__ 

 

SIGNATURE:   __________________________________
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SURETY BOND 
 
 
KNOW ALL MEN BY THESE PRESENTS, that we, the undersigned,__________________________ 

                        ______ 
          (Contractor's Name) 
as Principal, and ________________________, as Surety, are hereby held and firmly bound into     
City of Buckeye     as OWNER in the penal sum of _____________________ for the payment of 
which, well  and  truly  to be made, we hereby  jointly  and  severally bind ourselves,  successors 
and assigns. 
 
Signed this ____ day of       , 2020.  
 
The Condition of the above obligation is such that whereas the Principal has submitted a certain 
BID,  attached hereto  and hereby made a part hereof  to enter  into  a  contract  in writing,  for: 
DORFP #03, JOC CONTRACT 2019005‐CATEGORY 2 
 
Now, therefore, if the obligee accepts the proposal of the principal and the principal enters into 
a contract with the obligee in accordance with the terms of the proposal and gives the bonds 
and certificates of insurance as specified in the standard specifications with good and sufficient 
surety  for  the  faithful performance of  the contract and for  the prompt payment of  labor and 
materials  furnished  in  the  prosecution  of  the  contract,  or  in  the  event  of  the  failure  of  the 
principal  to  enter  into  the  contract  and  give  the  bonds  and  certificates  of  insurance,  if  the 
principal pays to the obligee the difference not to exceed the penalty of the bond between the 
amount  specified  in  the proposal and  such  larger amount  for which  the obligee may  in good 
faith  contract  with  another  party  to  perform  the  work  covered  by  the  proposal  then  this 
obligation  is  void.  Otherwise  it  remains  in  full  force  and  effect  provided,  however,  that  this 
bond  is  executed  pursuant  to  the  provisions  of  §  34‐201,  Arizona  Revised  Statutes,  and  all 
liabilities on this bond shall be determined in accordance with the provisions of the section to 
the extent as if it were copied at length herein. 
 
IN WITNESS WHEREOF, the Principal and the Surety have hereunto set  their hands and seals, 
and  such of  them as are  corporations have caused  their  corporate  seals  to be hereto affixed 
and these presents to be signed by their proper officers, the day and year first set forth above. 
 
 
 
                       (L.S.) 

         (Principal) 

                       
        (Name of Surety) 

        By:            
        (Signature)   
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EXHIBIT C 
SCOPE OF WORK AND MAP FOR EACH SITE 
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Scope of Work 
(Masterseal) 

 
 Rubberized Crack Seal – Clean out cracks using a vacuum system and in accordance to PM10 Dust 

Control  Regulations  (no  blowers  allowed)  then  a  hot  application  of  Crafco  Poly  Flex  Type  3  (or 

equal). Joint line between curb and asphalt shall be omitted. For cracks wider than 2” and over 2” 

in depth tack oil shall be applied before using an Asphalt Sand Seal 6.5 (Vulcan) (or equal), without 

milling or routing then sealing with a hot application of Crafco Poly Flex Type 3 (or equal). 

 Asphalt Emulsion Seal Coat – Application of Masterseal Asphalt Emulsion Sealcoat (or equal) to be 

applied. Seal coat shall extend to curb line from intersecting road. In all cases; curb shields should 

be used  to  protect  adjacent  concrete,  landscaping  and other  structures  from over  spray.  Streets 

shall  be  swept  to  ensure  surface  is  thoroughly  dried  and  free  of  any  debris  or  oils  prior  to 

application. 

 Materials Testing  – A one‐time materials  test  shall  be performed per  job  site using  the  selected 

approved product during the beginning of the project. The standard ASTM D 2939.7 and ASTM D 

2939.08 shall apply. 

 Pavement Markings – Re‐stripe as existing, or as directed (due to changes or corrections to traffic 

control),  traffic markings  after  asphalt  treatment  as  specified  in  the  City  of  Buckeye’s  Signs  and 

Markings  Standards  (Section  6.5).  Existing  Thermoplastic  Pavement  Markings/Stencils  require 

temporary paint markings during asphalt seal Coat curing time. Curing time should be no less than 

thirty days unless otherwise approved for earlier striping by City of Buckeye inspector. After curing 

time, thermoplastic applications would be applied in accordance to M.U.T.C.D. and City of Buckeye 

Standards. 

 Contractor  –  Contractor  is  responsible  for  removal,  replacement  and  installation  of  any missing 

Raised  Pavement  Markers  (RPMs)  with  new  RPMs  as  needed  in  accordance  to  M.U.T.C.D. 

standards. 

 Contractor’s Requirements –  

o Contractor  is  responsible  for  Community  Outreach  in  English/Spanish  to  include 

approved  door  knob  hangars,  fliers,  verbal  communication.  Door  hangar  to  include  a 

map. 

o Advanced notice is required prior to commencement of work. The City of Buckeye shall 

be notified by the contractor a minimum of seven (7) days prior to commencement of 

work to allow for advanced Community Outreach posting. 

o Mapping  of  scheduled  work  shall  be  coordinated  with  Solid  Waste  Services,  Special 

Events, City Events during construction.  

o Provide Pricing in square Yard increments on the price sheet as indicated. 

o All requests for Change Orders (price increases) must be in writing and approved by the 

Construction and Contracting Office. 

o Contractor to supply some form of transportation to transport residents, i.e. a golf cart. 

 Traffic Control – Traffic Control for the City of Buckeye shall be in accordance with the M.U.T.C.D. 

and Traffic Ordinance, Section 19.1.1 and 19.1.2. The Public Works Director or designee shall have 
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the option to require Officers for Busy arterials, intersections and 4‐way stop signs to insure public 

safety as the Traffic Control Plan is reviewed. The requirement for 4‐way stop signs in in addition to 

the  ordinance  required  for  Signalization  Intersections.  Full  street  closures  are  required  for 

residential streets.  
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Scope of Work 
(Slurry Seal Type II) 

 
 Rubberized Crack Seal – Clean out cracks using a vacuum system and in accordance to PM10 Dust 

Control  Regulations  (no  blowers  allowed)  then  a  hot  application  of  Crafco  Poly  Flex  Type  3  (or 

equal). Joint line between curb and asphalt shall be omitted. For cracks wider than 2” and over 2” 

in depth tack oil shall be applied before using an Asphalt Sand Seal 6.5 (Vulcan) (or equal), without 

milling or routing then sealing with a hot application of Crafco Poly Flex Type 3 (or equal). 

 Asphalt  Emulsion  Seal  Coat  –  Application  of  Slurry  Seal  Type  II  Asphalt  Emulsion  Sealcoat  (or 

equal)  to  be  applied.  Seal  coat  shall  extend  to  curb  line  from  intersecting  road.  Streets  shall  be 

swept to ensure surface is thoroughly dried and free of any debris or oils prior to application. 

 Materials Testing  – A one‐time materials  test  shall  be performed per  job  site using  the  selected 

approved product during  the beginning of  the project.  The  standard W.T.A.T.  test  in  accordance 

with and ASTM D 3910 shall apply. 

 Pavement Markings – Re‐stripe as existing, or as directed (due to changes or corrections to traffic 

control),  traffic markings  after  asphalt  treatment  as  specified  in  the  City  of  Buckeye’s  Signs  and 

Markings  Standards  (Section  6.5).  Existing  Thermoplastic  Pavement  Markings/Stencils  require 

temporary paint markings during asphalt seal Coat curing time. Curing time should be no less than 

thirty days unless otherwise approved for earlier striping by City of Buckeye inspector. After curing 

time, thermoplastic applications would be applied in accordance to M.U.T.C.D. and City of Buckeye 

Standards. 

 Contractor  –  Contractor  is  responsible  for  removal,  replacement  and  installation  of  any missing 

Raised  Pavement  Markers  (RPMs)  with  new  RPMs  as  needed  in  accordance  to  M.U.T.C.D. 

standards. 

 Contractor’s Requirements –  

o Contractor  is  responsible  for  Community  Outreach  in  English/Spanish  to  include 

approved  door  knob  hangars,  fliers,  verbal  communication.  Door  hangar  to  include  a 

map. 

o Advanced notice is required prior to commencement of work. The City of Buckeye shall 

be notified by the contractor a minimum of seven (7) days prior to commencement of 

work to allow for advanced Community Outreach posting. 

o Mapping  of  scheduled  work  shall  be  coordinated  with  Solid  Waste  Services,  Special 

Events, City Events during construction.  

o Provide Pricing in square Yard increments on the price sheet as indicated. 

o All requests for Change Orders (price increases) must be in writing and approved by the 

Construction and Contracting Office. 

o Contractor to supply some form of transportation to transport residents, i.e. a golf cart. 

 Traffic Control – Traffic Control for the City of Buckeye shall be in accordance with the M.U.T.C.D. 

and Traffic Ordinance, Section 19.1.1 and 19.1.2. The Public Works Director or designee shall have 

the option to require Officers for Busy arterials, intersections and 4‐way stop signs to insure public 

safety as the Traffic Control Plan is reviewed. The requirement for 4‐way stop signs in in addition to 
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the  ordinance  required  for  Signalization  Intersections.  Full  street  closures  are  required  for 

residential streets. 

 

Pavement Maintenance 
Fall 2020 - Spring 2021 
DORFP #3

16



 
       

 

   

Scope of Work 
(PMM Asphalt Emulsion Sealcoat) 

 
 Rubberized Crack Seal – Clean out cracks using a vacuum system and in accordance to PM10 Dust 

Control  Regulations  (no  blowers  allowed)  then  a  hot  application  of  Crafco  Poly  Flex  Type  3  (or 

equal). Joint line between curb and asphalt shall be omitted. For cracks wider than 2” and over 2” 

in depth tack oil shall be applied before using an Asphalt Sand Seal 6.5 (Vulcan) (or equal), without 

milling or routing then sealing with a hot application of Crafco Poly Flex Type 3 (or equal). 

 Asphalt  Emulsion  Seal  Coat  –  Application  of  PMM  Asphalt  Emulsion  Sealcoat  (or  equal)  to  be 

applied. Seal coat shall extend to curb line from intersecting road. In all cases; curb shields should 

be used  to  protect  adjacent  concrete,  landscaping  and other  structures  from over  spray.  Streets 

shall  be  swept  to  ensure  surface  is  thoroughly  dried  and  free  of  any  debris  or  oils  prior  to 

application. 

 Materials Testing  – A one‐time materials  test  shall  be performed per  job  site using  the  selected 

approved product during the beginning of the project. The standard ASTM D 2939.7 and ASTM D 

2939.08 shall apply. 

 Pavement Markings – Re‐stripe as existing, or as directed (due to changes or corrections to traffic 

control),  traffic markings  after  asphalt  treatment  as  specified  in  the  City  of  Buckeye’s  Signs  and 

Markings  Standards  (Section  6.5).  Existing  Thermoplastic  Pavement  Markings/Stencils  require 

temporary paint markings during asphalt seal Coat curing time. Curing time should be no less than 

thirty days unless otherwise approved for earlier striping by City of Buckeye inspector. After curing 

time, thermoplastic applications would be applied in accordance to M.U.T.C.D. and City of Buckeye 

Standards. 

 Contractor  –  Contractor  is  responsible  for  removal,  replacement  and  installation  of  any missing 

Raised  Pavement  Markers  (RPMs)  with  new  RPMs  as  needed  in  accordance  to  M.U.T.C.D. 

standards. 

 Contractor’s Requirements –  

o Contractor  is  responsible  for  Community  Outreach  in  English/Spanish  to  include 

approved  door  knob  hangars,  fliers,  verbal  communication.  Door  hangar  to  include  a 

map. 

o Advanced notice is required prior to commencement of work. The City of Buckeye shall 

be notified by the contractor a minimum of seven (7) days prior to commencement of 

work to allow for advanced Community Outreach posting. 

o Mapping  of  scheduled  work  shall  be  coordinated  with  Solid  Waste  Services,  Special 

Events, City Events during construction.  

o Provide Pricing in square Yard increments on the price sheet as indicated. 

o All requests for Change Orders (price increases) must be in writing and approved by the 

Construction and Contracting Office. 

o Contractor to supply some form of transportation to transport residents, i.e. a golf cart. 

 Traffic Control – Traffic Control for the City of Buckeye shall be in accordance with the M.U.T.C.D. 

and Traffic Ordinance, Section 19.1.1 and 19.1.2. The Public Works Director or designee shall have 

Pavement Maintenance 
Fall 2020 - Spring 2021 
DORFP #3

17



 
       

 

   

the option to require Officers for Busy arterials, intersections and 4‐way stop signs to insure public 

safety as the Traffic Control Plan is reviewed. The requirement for 4‐way stop signs in in addition to 

the  ordinance  required  for  Signalization  Intersections.  Full  street  closures  are  required  for 

residential streets. 
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Scope of Work 
(Polymer Micro Seal II) 

 
 Rubberized Crack Seal – Clean out cracks using a vacuum system and in accordance to PM10 Dust 

Control  Regulations  (no  blowers  allowed)  then  a  hot  application  of  Crafco  Poly  Flex  Type  3  (or 

equal). Joint line between curb and asphalt shall be omitted. For cracks wider than 2” and over 2” 

in depth tack oil shall be applied before using an Asphalt Sand Seal 6.5 (Vulcan) (or equal), without 

milling or routing then sealing with a hot application of Crafco Poly Flex Type 3 (or equal). 

 Asphalt Emulsion Seal Coat – Application of Polymer Micro Seal  II Asphalt Emulsion Sealcoat (or 

equal)  to  be  applied.  Seal  coat  shall  extend  to  curb  line  from  intersecting  road.  Streets  shall  be 

swept to ensure surface is thoroughly dried and free of any debris or oils prior to application. The 

Micro Seal process does not require continuous feed. 

 Materials Testing  – A one‐time materials  test  shall  be performed per  job  site using  the  selected 

approved product during  the beginning of  the project.  The  standard W.T.A.T.  test  in  accordance 

with ASTM D 3910 shall apply. 

 Pavement Markings – Re‐stripe as existing, or as directed (due to changes or corrections to traffic 

control),  traffic markings  after  asphalt  treatment  as  specified  in  the  City  of  Buckeye’s  Signs  and 

Markings  Standards  (Section  6.5).  Existing  Thermoplastic  Pavement  Markings/Stencils  require 

temporary paint markings during asphalt seal Coat curing time. Curing time should be no less than 

thirty days unless otherwise approved for earlier striping by City of Buckeye inspector. After curing 

time, thermoplastic applications would be applied in accordance to M.U.T.C.D. and City of Buckeye 

Standards. 

 Contractor  –  Contractor  is  responsible  for  removal,  replacement  and  installation  of  any missing 

Raised  Pavement  Markers  (RPMs)  with  new  RPMs  as  needed  in  accordance  to  M.U.T.C.D. 

standards. 

 Contractor’s Requirements –  

o Contractor  is  responsible  for  Community  Outreach  in  English/Spanish  to  include 

approved  door  knob  hangars,  fliers,  verbal  communication.  Door  hangar  to  include  a 

map. 

o Advanced notice is required prior to commencement of work. The City of Buckeye shall 

be notified by the contractor a minimum of seven (7) days prior to commencement of 

work to allow for advanced Community Outreach posting. 

o Mapping  of  scheduled  work  shall  be  coordinated  with  Solid  Waste  Services,  Special 

Events, City Events during construction.  

o Provide Pricing in square Yard increments on the price sheet as indicated. 

o All requests for Change Orders (price increases) must be in writing and approved by the 

Construction and Contracting Office. 

o Contractor to supply some form of transportation to transport residents, i.e. a golf cart. 

 Traffic Control – Traffic Control for the City of Buckeye shall be in accordance with the M.U.T.C.D. 

and Traffic Ordinance, Section 19.1.1 and 19.1.2. The Public Works Director or designee shall have 

the option to require Officers for Busy arterials, intersections and 4‐way stop signs to insure public 
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safety as the Traffic Control Plan is reviewed. The requirement for 4‐way stop signs in in addition to 

the ordinance required for Signalization. Full street closures are required for residential streets. 
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 Scope of Work 

Liquid Road 
     Rubberized Crack Seal- Clean out cracks using a vacuum system and in accordance to PMI. 

Dust Control Regulations (no blowers allowed) then a hot application of Crafco Poly Flex Type 3 (or equal). 
(Joint line between curb and asphalt shall be omitted) For cracks wider than 2" and over 2" in depth tack 
oil shall be applied before using an Asphalt Sand Seal 6.5 (Vulcan) (or equal) without milling or routing 
then sealing with a hot application of Crafco Poly Flex Type 3 (or equal). 

 Asphalt Emulsion Seal Coat- An application of a Liquid Road  asphalt emulsion (or equal) to be applied. 
Seal coat shall extend to curb line from intersecting road. Streets shall be swept to ensure surface is 
thoroughly dried and free of any debris or oils prior to application. 

 Materials Testing: A onetime materials test shall be performed per job site using the selected approved 
product during the beginning of the project. The standard W T.A.T test in accordance with ASTM D-3910 
shall apply. 

 Pavement Markings- Re-stripe as existing, or as directed (due to changes in traffic control), traffic 
markings after asphalt treatment as specified in the City of Buckeye's Signs and Markings Standards 
(Section 6.5). Existing Thermoplastic Pavement Markings/Stencils require temporary paint markings 
during Asphalt Seal Coat curing time, Curing time should be no less than thirty days unless otherwise 
approved for earlier striping by City of Buckeye Inspector. After curing time, thermoplastic applications 
would be applied in accordance to M,IJ.T.C.D. and City of Buckeye Standards. 
 

 Contractor- Contractor is responsible for removal, replacement and installation of any missing Raised 
Pavement Markers (RPMs) with new RPMs in accordance to M.IJ.T,C.D. standards. 

 Contractor's Requirements- Contractor is responsible for Community Outreach in English/Spanish to 
include approved door knob hangars, fliers, verbal communication. 
 

  Mapping of scheduled work shall be coordinated with Solid Waste Services, Special 
        Events, City Events during construction. 
 
•  All requests for Change orders (Price Increases) must be in writing and 

 And approved by the Construction and Contracting office. 
 

•  Provide pricing in square yard increments on the price sheet as indicated. 
 

• Traffic Control - Traffic control for the City of Buckeye shall be in accordance with the MU.T.C.D. and 
Traffic   Section 19.1 .1 and 19.1 9. The Public Works Director or Designee shall have the option to require 
Officers for busy arterials, intersections and 4-way stop signs to insure public safety as the Traffic Control 
Plan is reviewed. (The requirement for 4-way stop signs is in additional to the ordinance required for 
Signalized Intersections). 
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GuardTop® RoadShield RTU Asphalt Based Sealcoat 

Central Plant Mix Type 1  
 
GuardTop RoadShield Asphalt Based Sealcoat Product Specification 
GuardTop RoadShield is a high-performance mineral and fiber reinforced asphalt emulsion blended with polymers 
and special additives for outstanding adhesion, flexibility, and durability. GuardTop RoadShield helps your 
pavements look new again, providing the surface with a deep, rich black color and protection against raveling and 
cracking due to aggregate loss. Made with higher solid contents to be tougher and long lasting.  
 

Specifications Minimum Maximum Test Methods 
Cone Penetration @ 
77ºdmm 

340 430 ASTM D217 

Nonvolatile Components 
% weight 

60 70 See note 1 
 

Percentage Nonvolatile 
Soluble in 
Trichloroethylene by 
Weight 

20 35 ASSHTO T-45-56 

Wet Track Abrasion Test 0 25 ASTM 3910 
Viscosity  6,500 cps 15,000 cps ASTM D4402 
 Requirements Results  
Accelerated Weathering Non Material Detioration 

After Exposure 
Passes/Excellent Federal Spec (2 years) 

Exposure TT_C_555B 
Resistance to Wind 
Driven Rain (98mph) 

No Leaks or Weight Gain Passes/Excellent Federal Spec TT-C-
%%%B 

Ultraviolet Resistance (12 
years exposure) 

No Cracking, Peeling, 
Chipping, or Flaking 

Passes/Excellent  

Typical Density-lbs./gal 11.4 Excellent  
Color as Received Black   
Cured Film Deep Black   
Aggregate Content  3.0 lbs./gallon 5.0 lbs./gallon GuardTop Report  
Material Uniformity   Pass/None ASTM D 2939.05 
Flash Point  160°F Pass/None ASTM D 2939.12 
Drying Time  Pass/Set ASTM D 2939.13 
Resistance to Heat  No Sagging or Slipping Pass/None ASTM D 2939.14 
Resistance to Water  No Cracking  Pass  ASTM D 2939.15 
Flexibility  99.0 100.0 ASTM D 2939.16 
Resistance to 
volatilization  

 Pass  ASTM D 2939.23 

Wet Film Continuity   Pass/None ASTM D 2939.22 
Resistance to Impact   Pass  ASTM D 2939.26 

 
Note 1: Meets or exceeds California Greenbook 203-9 Specification.  Method for determination of 
nonvolatile components: Weight 10 grams of homogenous product into a previously tarred, small ointment 
can lid.  Place a constant temperature oven at 325º for 1 ½ hours. Cool, re-weight and calculate nonvolatile 
components. 
 
Accelerated Weathering Test: 1000 hours, UVA-340 lamp, 0.77 W/m² (v1.0 calibration, 8 hours UV @ 50°C, 
5 min spray, 3:55 hours condensation @50°C 
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Surface Preparation 
1. Clean and fill all cracks 1/8” and larger with crack filler.  Larger cracks may require several applications.  

For best results, it is recommended that all broken asphalt be removed and patched with new asphalt.  It 
is also suggested that extreme low spots be filled with new asphalt.  New asphalt patches should cure 
for 30 days and replaced asphalt 4” or more in depth should cure for 180 days minimum before 
application of GuardTop RoadShield. 
 

2. Sealcoats will not adhere to surfaces with excessive oil and grease.  For a quality job, clean all oil and 
grease deposits with a degreasing solution using a stiff bristle broom or a power operated cleaner.  Areas 
completely saturated are recommended to be removed and replaced with new asphalt.  Then apply 
GuardTop Oil Seal to all oil and grease stained surfaces with a small broom insuring full coverage over 
the stain. 
 

3. After all pavement repairs have been completed, the surface should be clean and free of all dirt, debris 
and loose graveled particles.  Please not that dirt and loose debris will restrict the adherence of the 
sealcoat.  To clean the surface, use a power broom, power blower and/or flush the surface with high 
pressure water. 

4. It is recommended that the surface be sprayed with a mist of water in an amount that will leave the surface 
damp and free of standing water or puddles.  The misting procedure is critical when the ambient 
temperature is hot and on bright sunny days or when the pavement is excessively aged and porous. 
 

5. For excessively weathered surfaces, a primer or fog seal should be applied to the surface.  The primer 
should consist of a 50/50 mixture of SS1-h and water. Apply the mixture to the surface by spray and let 
dry before applying GuardTop material. 

 
Application 

1. GuardTop RoadShield material comes ready to use (RTU), and contains a minimum of 3lbs of black sand 
aggregate (20/50 medium gradation) per gallon. 
It is recommended that two coats of GuardTop RoadShield be used during application to ensure a 
long-lasting surface. 
 

2. GuardTop RoadShield should be allowed to dry a minimum of 24 hours before heavy traffic is permitted.  
Please note that when asphalt is cold, in shade or the ambient temperature is below 75º, drying time may 
need to be extended. GuardTop RoadShield should not be applied in temperatures below 55º and extra 
care should be taken in temperatures exceeding 100º.  Material should not be applied within 48 hours of 
forecasted rain, as rain may affect curing of asphalt sealcoat products. 
 

Application Rates 
The following table can be used as a guideline of GuardTop RoadShield coverage per square feet of surface area.  
Please note that this is only a guideline and exact coverage depends upon both the condition of existing pavement 
and the surface condition desired after application. 
 

Surface Recommendation 
Smooth dense surface 25 to 30 gallons per 1000 sq. ft. 
Medium surface 30 to 35 gallons per 1000 sq. ft. 
Rough, aged surface 45 gallons per 1000 sq. ft. 
Excessively rough surface Consult manufacturer’s representative 

 
Caution 
Do not store in extremely warm conditions.  Keep from freezing. 
 
Packaging 
Bulk, 5 gallon pails and 55 gallon drums. 
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Untitled Map 
Write a description for your map. 

Legend    

3000 ft

N

➤➤

N
© 2020 Google

© 2020 Google

© 2020 Google
Pavement Maintenance 
Fall 2020 - Spring 2021 
DORFP #3

32

rlinton
Line

rlinton
Line

rlinton
Line

rlinton
Line

rlinton
Polygonal Line

rlinton
Polygonal Line

rlinton
Polygonal Line

rlinton
Text Box
 Work Area Zone:     Lower Buckeye between West Park Loop to Apache Rd

rlinton
Line

rlinton
Text Box
 Miller Rd

rlinton
Text Box
  Apache Rd

rlinton
Text Box
 West Park Loop



Pavement Maintenance 
Fall 2020 - Spring 2021 
DORFP #3

33



Pavement Maintenance 
Fall 2020 - Spring 2021 
DORFP #3

34



Pavement Maintenance 
Fall 2020 - Spring 2021 
DORFP #3

35



Pavement Maintenance 
Fall 2020 - Spring 2021 
DORFP #3

36



Pavement Maintenance 
Fall 2020 - Spring 2021 
DORFP #3

37



Pavement Maintenance 
Fall 2020 - Spring 2021 
DORFP #3

38


	DORFP #3.pdf
	DO #3.pdf
	Scope of Work Liquid Road.pdf
	Rubberized Crack Seal- Clean out cracks using a vacuum system and in accordance to PMI.






